
ITEM NO:

26790 Madison Ave.
Murrieta, CA 92562

888-304-0660

www.waterstoneco.com

Codes/Standards Applicable
Specified model meets or exceeds the following:

� ASME A112.18.1
� CSA B125.1
� NSF 61

4200

STYLE: ANNAPOLIS

JOB NO:

CUSTOMER NAME:
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Made in the U.S.A.DATE: 1-9-08

FAUCETS

REINFORCED BRAIDED CONNECTION HOSES
20” LONG WITH 3/8" COMPRESSION FITTINGS 

    2-3/8" MAX
1 1/4”

2 1/4”

12 3/4”

2 1/8”

1 3/4”10 1/2”

9 1/4”13 1/2”

SIDE SPRAY CONNECTION
WITH 1/4" NPT PIPE FITTING

3 1/4”

(343mm)
(235mm)

(57mm)

(54mm)

(32mm)

(267mm) (44mm)

(323mm)

(83mm)

(60mm)

ITEM NO:

4100-12
STYLE: TOWSON

JOB NO:

INTENDED USE:
KITCHEN FAUCET 

RECOMMENDED HOLE SIZE 1-3/8”

4100-12

TOWSON

KITCHEN FAUCET

SIDE SPRAY CONNECTION

WITH 1/4" NPT PIPE FITTING

Technical Specifications:
� Solid brass construction.
� Single lever control hot/cold ceramic disk
   valve cartridge.
� 360 degree swivel spout.
� Aerated stream.
� 3 handle caps included. Plain, and
   ceramic right hand or left hand operation
   indicated for hot and cold.
� 2.2 gpm maximum flow rate.
� Diverter equipped for connection to optional side
   spray.
� Reinforced braided connection hoses.
� Adjustable Teflon® “Friction Lock” aids handle
   feel and prevents sag.
� Handle adjusts for clearance from backsplash.

CONNECTION HOSES
20” LONG WITH 3/8" 
COMPRESSION FITTINGS 

    2-3/8" MAX
1 1/4”

2 1/4”

2 1/8”

(57mm)

(54mm)

(32mm) (60mm)

12 3/4”

1 3/4”

3 1/4”

(44mm)

(323mm)

(83mm)

2 7/8”

6 3/8”
(162mm)

(73mm)

#4100-18

2 7/8”

6 3/8”

10”

19 1/2”

11”

7”

18 1/4”

13 1/2”

8”

7”

13 1/4”

10”

(337mm)

(343mm)

(178mm)
(253mm)

(203mm)

8”

13 1/2”
1 3/4”

12 1/4”

41180 Raintree Court
Murrieta, CA 92562
1-888-304-0660
www.waterstoneco.com

MADE IN THE USA
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INTENDED USE: KITCHEN FAUCET

JOB NO:CUSTOMER NAME:

STYLE:

ITEM NO: 4100-12
TOWSON

DATE: 1-9-08

Specified model meets or exceeds the following:

Technical Specifications Codes/Standards Applicable

• ASME A112.18.1 
• CSA B125.1
• NSF 61 
• CALGreen

• Solid brass construction.
• Single lever control hot/cold ceramic disk valve cartridge.
• 360 degree swivel spout.
• Aerated stream.
• 3 handle caps included. Plain, and ceramic right hand or left hand 
operation indicated for hot and cold.
• 1.75 gpm maximum flow rate.
• Diverter equipped for connection to optional side spray.
• Reinforced braided connection hoses.
• Adjustable PTFE “Friction Lock” aids handle feel and prevents sag.
• Handle adjusts for clearance from backsplash.


